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PIUSI K700  
PULSE METER
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PERFORMANCE

ELECTRONIC METERS

Code
Weight Packaging

kg lbs mm inch pcs/
box

000452030 0,5 1,1 130x65x108 5,1x2,6x4,3 1

000452000 0,5 1,1 130x65x108 5,1x2,6x4,3 1

F00440200 0,5 1,1 300x160x110 11,8x6,3x4,3 5

00044007A 0,5 1,1 203x320x88 8x12,6x3,5 5

F00472A20 2 4,4 200x120x140 7,9x4,7x5,5 1

F00472A00 2,6 5,7 200x120x140 7,9x4,7x5,5 1

000473000 3,2 7 200x120x140 7,9x4,7x5,5 1

F00408Y00 0,5 1,1 115x160x135 4,5x6,3x5,3 1

F0049800A 5,5 12 280x160x140 11x6,3x5,5 1

F0042000A 0,5 1,1 130x65x108 5,1x2,6x4,3 1

F0042001A 0,5 1,1 130x65x108 5,1x2,6x4,3 1

PRODUCTS’ RANGE   WEIGHT AND PACKAGING

EN.  Oval gear electronic meters in acetal 
resin for measuring low, medium and high 
viscosity fluids   These meters interface easily 
with management systems, making them 
the ideal solution to fit on non-commercial 
fuel distributors in fixed lubricant transfer/ 
distribution systems. Also ideal as flow meters 
for cistern loading arms, controlling the 
consumption of fuel in burners or generator 
sets and other industrial applications. 
Repeatability 0.2 %. Loss of pressure <0.5 bar 
at maximum flow rate. 
Inbuilt suction filter (except mod. K400 and 
K200).

ZH. 适用于低、中、高粘度液体测量， 乙醛树脂椭

圆齿轮计量，配脉冲发生器。可简便地与管理系统

连接，成为非商用润滑油输送/加注系统计量，也可

以油罐加注臂计量器用途，以及计量燃烧器或发电机

组燃料消耗的理想方案。重复性0.2 %。最大流量时

的载荷损失<0.5巴。吸入端内置过滤网(K400和K200

型不具备)。

- Flow rate up to 150 l/min
- Accuracy: +/- 0.5%

- 流量达150公升/分钟

- 计量精度+/- 0.5%

PT. Contador de litros Pulser de engrenagens 
ovais em resina de acetal para a medição de 
fluidos de baixa, média e alta viscosidade.  
Integram-se facilmente em sistemas de 
gestão, tornando-se a solução ideal para 
equipar distribuidores de combustível 
para uso particular em sistemas fixos de 
transferência/distribuição de lubrificante, 
como contador de litros para braços de carga 
de cisternas, para o controlo do consumo 
de combustível de queimadores ou grupos 
electrogéneos e outras aplicações industriais. 
Repetitividade 0,2%. Perda de carga <0,5 bar 
com o caudal máximo. 
Filtro integrado em aspiração (não disponível 
nos modelos K400 e K200).

- Caudal até 150 l/min
- Precisão +/- 0,5%

The Piusi K700 Pulse Meter is an oval gear pulse 
meter, designed for measuring the transfer of diesel. 
AdBlue and Oils.

This Pulse Meter has no electronic display and 
is used to interface consumption information with 
external management systems or other Piusi 
electronic or mechanical Flow Meter indicators 
allowing the information to be read and stored 
elsewhere.

FEATURES AND PERFORMANCE:
FLOW RATE: 25 to 250 L/pm
FLUID VISCOSITY: 5-5000 cST
PULSES: 14 Per L
INLET/OUTLET: 2 inch Female BSP Flanged
GEARING: Oval gear system
ACCURACY: +/-0.5% after calibration
Inlet filter included
PRESSURE: 20 (bar) / 284 (psi)
MAX FLUID TEMPERATURE: - +60ºc
INLET STRAINER: 400 Micron
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PULSE-METERS

Flow-rate
up to

l/min150

K600/3 K600/4

K200 HP K200 K400 K24 (not for oil)

(up to 39 gpm)

Accuracy
+/- 

0,5 %

K700 TURBINOX INLINE (not for oil)

1”
 B

SP

1”
 B

SP

Code Description

Fluids Flow-rate Pulser Pressure Battery
included

Flange Inlet
Outlet

Inlet
filter

type l/min gpm p/l p/gal bar psi No. 2
2x1,5V

BSP

000452030 K200 HP PULSER 0,1 - 2,5 0,03 - 0,66 1400 5306 1000 14200 NO NO 1/8” NO

000452000 K200 PULSER 0,1 - 2,8 0,03 - 0,66 1400 5306 30 426 NO NO 1/4” YES

F00440200 K400 PULSER 1 - 30 0,26 - 0,79 100 379 70 994 NO NO 1/2” NO

00044007A K400 windscreen 1 - 30 0,26 - 0,79 100 379 70 994 NO NO 1/2” YES

F00472A20 K600/3 3/4” oil PULSER 6 - 60 1,58 - 15,8 35 132,5 70 994 NO YES 3/4” YES

F00472A00 K600/3 1” diesel PULSER 10 - 100 2,64 - 26,4 33,5 127 30 426 NO YES 1” YES

000473000 K600/4 PULSER 15 - 150 3,9 - 39 26 98 20 300 NO YES 1 1/2” YES

F00408Y00 K24 pulse meter M/MF 1”BSP 7 - 120 2 - 32 100 166 20 300 NO NO 1”M/1’’F NO

F0049800A K700 PULSER 25 - 250 6,6 - 66 14 53 20 300 NO YES 2” YES

F0042000A Turbinox inline pulse meter 10÷40 3÷11 88 338 20 300 NO NO 1” NO

F0042001A Turbinox 90° pulse meter 10÷40 3÷11 88 338 20 300 NO NO 1” NO

PRODUCTS’ RANGE   TECHNICAL DATA

Upon request available in NPT version

FEATURES ON REQUEST

Remote 
display Turbinox 90° Turbinox 90°

 + displayOval gear
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Call the Liquip Victoria team to place an order or for more information about this product. www.liquipvictoria.com.au

   

Phone: 03 9311 7822
E-mail: sales@liquipvictoria.com.au

476 Boundary Rd 
Derrimut  
VICTORIA 3026


